LUUM

Name
Makah

Designer
Suzanne Tick

Style No.
1012

Use
Wrapped Wall
Panel

Content
100% Recycled Polyester

Environmental
Chemical Finish Free
Recycled Content

Shaker 1012-01
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Flitch 1012-05

Shaker 1012-01

Solano 1012-04

Splint 1012-06

Makah

Name

Style No.

Designer

Specification

Finish

Performance

Flame Retardancy

Maintenance

Environmental

Origin

Makah
1012

Suzanne Tick

Use: Wrapped Wall/Panel

Content: 100% Recycled Polyester (54% Postconsumer, 46% Preconsumer)
Weight: 11.6 oz per linear yard

Width: 66”

Pattern Repeat: Horizontal 3.38” Vertical 1.94” Random Match
Directional: Yes

None

Breaking Strength: ASTM D5034 Warp 265 1bf, Fill 163 Ibf
Colorfastness to Light: AATCC 16, Grade 4 at 40 Hours
Colorfastness to Crocking: AATCC 8, Wet Class 4, Dry Class 3
ASTM E84 Unadhered Class Aor 1

WS, Clean with either a water-based or solvent-based cleaning agent.
Chemical Finish Free

Facts 3rd-party certified to NSF/ANSI 336 Gold

Recycled Content

USA

Dye lots may vary slightly from samples shown. Samples shown off the bolt.
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